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CALCULATION OF THE CHORDWISE LOAD DISTRIBUTION OVER AIRFOIL SECTIONS
WITH PLAIN, SPLIT, OR SERIALLY HINGED TRAILING-EDGE FLAPS

By H. JuLian ALLEN

SUMMARY

A method is presented for the rapid calculation of the
incremental chordwise normal-force distribution oter an
airfoil section due to the deflection of a plain flap or tab,
a split flap, or a serially hinged flap. This report is in-
tended as a supplement to N. A. C. A. Report No. 681,
wherein a method is presented for the calculation of the
chordwise normal-force distribution over an airfoil without
a flap or, as i may be considered, an airfoil with flap (or
flaps) neutral. -

The calculations are made possible through the corre-
lation, by means of thin-airfoil theory, of numerous exper-
imental normal-force distributions. The method enables
the determination of the form and magnitude of the incre-
mental normal-force distribution to be made for an airfoil-
flap combination for which the section characteristics hare
been determined.

A method is included for the caleulation of the flap
normal-force and hinge-moment coefficients without neces-
sitating a determination of the normal-force disiribution.

INTRODUCTION

The general importance of airfoils equipped with
trailing-edge flaps has promoted both experimental
and theoretical determinations of the chordwise dis-
tribution of normal foree over such surfaces in an effort
to increase the structural efficiency of their design.

The theoretical investigations have been made under
the assumption that the fluid viscosity is negligibly
small. This assumption must be made, for the present
at least, in order that the problem may be analytically
handled. Unfortunately, as experiments have shown,
viscosity clearly is not 2 negligible factor in this problem
and, consequently, the theory is not able to predict
adequately either the magnitude of the incremental
normal force brought about by the deflection of the
flaps or the nature of the chordwise distribution of this
incremental normal force.

On the other hand, the large number of variables
involved in the problem makes it too difficult to develop
an adequate method, applicable in the general case, for
the calculation of the incremental normal force and
the incremental normal-force distributicn from the
experimental pressure-distribution measurements that
have been made.

In this report a method is developed for tke calcula-
tion of the incremental normal-force distribution due
to the deflection of the flap based upon the results of
experimental investigations; the theoretical relation-
ships are used as a basis for the coordination of the
experimental observations. Employment of exper-
imentally determined airfoil section characteristics
makes it possible, moreover, to obtain a distribution
consistent in magnitude with that obtained by exper-
iment. The method has been made applicable to an
airfoil section equipped with & plain flap or tab, a split
flap, or a serially hinged flap. This report is intended
as a supplement to reference 1, wherein a method,
similar in its details of development, is presented for
the calculation of the chordwise normal-force distribu-
tion over an airfoil section without & flap or, as it may
be considered, an airfoil section with flap (or flaps}
neutral.

In order to facilitate the employment of this method,
the report has been divided into two sections:

I. The Derivation of the Method.
II. The Application of the Method.

In the derivation, Glauert’s theoretical chordwise lift
distribution is discussed and the empirical alteration of
the theory is treated. In addition, the development
of the requisite equations for the determination of the
magnitude of the distribution from force-test results is
given. In the application, the general procedure to be
followed in using this method either for airfoil sections
with plain or split flaps or for airfoil sections with
serially hinged fleps is given in concise form along with
an illustrative example. 'The mathematical derivation
of the theory is given in the appendix.

I. THE DERIVATION OF THE METHOD

Glauert (references 2 and 3) has treated analytically
the problem of the symmetrical airfoil with 2 plain
flap, assuming the airfoil to be of infinitesimal thickness.
The thin-airfoil theory is treated in the appendix of
this paper. It is shown that the incremental lift dis-
tribution or, as it will be regarded, the incremental
normal-force distribution due to the deflection of a
fiap may be considered, for convenience, to be com-
posed of two component distributions: (a) the incre-
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mental additional distribution P, and (b) the incre-
mental basic distribution P,;. The incremental addi-
tional distribution is, in form, independent of the
flap-chord ratio and does not contribute to the quarter-
chord pitching moment, whereas the incremental basic
distribution is, in form, dependent upon the flap-chord
ratio and is responsible for the entire incremental
quarter-chord pitching moment due to the deflection
of the flap.

The theoretical additional distribution, as given by
the thin-airfoil theory (appendix, equation (A-17)), is
shown by the dotted curve in figure 1. “Since the incre-
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FiGURE 1.—Additloral normal-force distributions.

mental additional distribution due to the deflection of
the flap is identical in form with the additional dis-
tribution for the airfoil with flaps neutral, the experi-
mentally determined additional distributions given in
reference 1 will be used for this method. The four
classes of additional distribution presented in reference
1 are given in table I and figure 1 (solid lines) of the
present report. A key to the class of distribution to be
employed for 22 airfoils is given in table II of the present
report. (The letters A, B, C, D, and E in column
“Classification PD’’ designate the class of distribution.)
The remaining airfoil characteristics for these airfoils
are given in table I of reference 1.

The shape of the theoreticel incremental basic lift
distribution (appendix, equation (A-19)) or, of what
is considered to be its equivalent, the incremental basic
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normel-force distribution is shown by the dotted lines
of figures 2 to 6. Proceeding rearward from the lead-
ing edge of the airfoil, the pressure difference, which is
zero at the leading edge, increases rapidly at first, then
more slowly and, as the hinge is approached, it increasecs
more and more rapidly until the pressure difference
becomes unlimited at the hinge point, where the airfoil
radius of curvature is zero. Rearward from the hinge,
the pressure difference drops rapidly at first, then more
slowly, and finally more rapidly again to zero pressure
difference.at the trailing edge. With a hinge radius of
curvature other than zero, the basic pressure difference
at the hinge becomes finite.
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FIGURE 2.—Basio incremental normal-force distributfon. R. A. F. 30 section; 0,10¢
plain AaD at S=10°.

Numerous comparisons between experimental (made
with 0.10¢, 0.20¢, and 0.30¢ plain-flap airfoils with flap
deflections ranging from 10° to 60°) and theoretical
incremental basic normal-force distributions (Puifeny)

for plain-flap airfoils generally showed good agreement
ahead of the hinge but poor agreement behind the
hinge, particularly for large flap angles. This result is
to be anticipated for ahead of the hinge favorable
pressure gradients retard the growth of the boundary
layer and, conversely, back of the hinge adverse gradi-
ents accelerate the growth of the boundary layer. An
examination of these comparisons, however, disclosed
that, for all three flap-chord ratios at any one given flap
deflection, the ratio of the experimental basic normal
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force to the theoretical was practically constant for
corresponding points along the airfoil. That is, if 8 is
defined as

(1

it has been found that values of 8 computed from experi-
mental pressure-distribution measurements made over
0.10¢, 0.20¢, and 0.30¢ plain-flap airfoils with the same
flap deflection (references 4 and 5), when plotted in the

form of curves of gagainst both l—f_/c—E (points ahead of the

hinge) and 2= (points back of the hinge), lie very

nearly on the same curve. In these expressions, F is

the flap-chord ratio.
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Freure 7.—Additlons]l normal-force distribution for & stalled symmetriesl afrfoil.
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This result is used as a basis for extending the analy-
sis to cases where no experimental data are available.
Curves of the mean values of 8 for flap deflections of
10° to 60° were determined. It was found that, for
flap deflections of 15° or less, a single 8 curve applied.
At these small angles the departure between theory
and experiment is slight, which shows that the boundary
layer is still thin and the flow pattern is still reasonably
like that predicted by theory. As the flap deflection is
increased, the adverse pressure gradients back of the
hinge are inereased and separation finally takes place;
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the incremental basic normal-force distribution then
becomes markedly different from that predicted by
theory. This abrupt change in the nature of the flow
takes place at or near 20° flap deflection. The exact
angle at which this stalling occurs is a function of a
number of variables (angle of attack, Reynolds Num-
ber, surface irregularities, hinge leakage) and no single
8 curve can apply very near this flap angle.

Values of Py/fc.,; have been computed from numer-

ous pressure-distribution measurements (references 4
and 5) and are plotted in figures 2 to 8 along with the
theoretical distributions and the computed distributions
obtained by use of the computed curves of mean 8
values.

In table III (a) to (f), the computed distributions of
Prsfeq,; (equation (1)) are given for various flap-chord
ratios and flap deflections.

The expansion of the experimental results, taken
with plain flaps where the flap-chord ratio never ex-
ceeded 0.30, to the much higher values given in {able
IIT is justified as follows. When the flap-chord ratio
is 1.0 for a symmetrical airfoil, the incremental normal-
force distribution becomes the incremental additional
normal-force distribution and, when corrccted by the
mean § values, the incremental additional distribution
should be expected to agree with the experimentally
determined additional distribution if the 8 values are
truly independent of the flap-chord ratio. In figure 1,
the computed distribution obtained by use of the g
values for the unstalled flow (i. e., §=5°%, 10°, and 15°)
is shown along with the additional distributions of ref-
erence 1. In figure 7, the computed and experimental

| distributions for a stalled symmetrical airfoil (a=8§=28°)

are shown. From the close agreement between the ex-
perimental and the computed distributions shown in
figures 1 to 4 for the unstalled flap and in figures 5 to
7 for the stalled airfoil, it is concluded that, for design
purposes, the 8 values may be considered independent
of the flap-chord ratio.

The method of correlating experimental pressure dis-
tributions for airfoils with plain flaps may be employed
for airfoils with split flaps. Consider the airfoils with
split flaps to be analogous to the airfoils with plain
flaps, the boundary-layer displacement thickness at any
point back of the hinge for the airfoils with split flaps
being as great as the distance from the lower surface
of the flap to the upper surface of the undeflected por-
tion of the airfoil back of the hinge. Analysis of the
problem in this manner permits the values of 8 to be
determined from experimental data, provided that some
assumption is made regarding the lift distribution on
the undeflected portion of the airfoil back of the hinge.
Assume that over this portion at all points back of the
hinge the pressure differences are negligibly small com-
pared with the corresponding pressure differences over
the split flap itself. This assumption is consistent with
the anslogy (pressures are propagated undiminished
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through a boundary layer) and is supported fairly well
by experiment (references 6 and 7), particularly for
positive angles of attack and the larger flap deflections.

Values of B were obtained for split flaps using the
incremental pressure distributions of reference 6. It
was found that, for flap deflections of 40° or more, the

K |

{a) Normsl-force distribution for airfoil with flap
neutral.

\__

(b) Normel-force distribution for eirfoil with flap
deflected.

(\

c) Distribution shown in (e) plotted normel to
flap-deflacted chord.

{d) Increment normel-forece distribution due to
deflection of flap.

|

(e) Distribution shown in (d) plotted normal ta
flap-neutral chord.

Fieure 8.—Normsl-force distribution and Inaremental normal-foree distribation for
flaps neutral and deflected.

g values for plain- and split-flap airfoils were the same.
In table III (d) to (h), the computed distributions of
Pfcy,; are given for various flap-chord ratios and flap

139775—39——29
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deflections. Again the assumption is made that a single
8 curve applies for all flap-chord ratios for any given
flap deflection.

The development of the requisite equations to deter-
mine the magnitude of the incremental additional and
incremental basic distribution from wind-tunnel force
tests will now be considered. From force tests of the
airfoil with flap neutral, ¢., (quarter<hord pitching-
moment coefficient) and ¢, (normal-force coefficient)
corresponding to the normal-force distribution shown
in figure 8 (a) are obtained. Again, from force tests of
the airfoil at the same gttitude with the flap deflected,
Cmy 80d €, corresponding to the normal-force distribu-
tion shown in figure 8 (b) are obtained.

Let
@)

A =Crmy~—Cmy’
Acy=Cay—Cy;’

where c.,” and e¢,,” are the pitching-moment and
normal-force coefficients corresponding to the normal-
force distribution for the airfoil with flap neutral when
plotted normal to the chord of the airfoil with flap
deflected, as shown in figure 8 (¢c). Then Ac, and Ac,
are the pitching-moment and normal-force coefficients
of the incremental normel-force distribution when the
incremental distribution is plotted normal to the chord
of airfoil with flap deflected, as shown in figure 8 (d).
For the commonly used airfoils, the approximation

€a1="Cuy’
Cony =Comy/

@)

is sufficiently exact exeept in the rare case when the
flap-chord ratio E and the flap deflection & are simul-
taneously large. (See figs. 8 (&) and (c).)

Let Acy” and Ac,” be the pitching-moment and the
normal-force coefficients of the incremental normal-
force distribution plotted normal to the flap-neutral
chord, as shown in figure 8 (e). Since the incre-
mental basic normal-force distribution is responsible
for the entire quarter-chord pitching moment, then,
if @ is the moment arm in terms of the chord of the
basic normal foree about the quarter-chord point,

Acn,-:G'Cgb‘
Acy'=CnyytCay
or
Acy’
C“N= G
. @
omind 5
The value of @ is a function of F and §. Values of

@ are given in table IV.

The correlation between the fictitious values of
Ac,” and Ac,’ and the measured values of Acy and Ac,
must be established in order to determine c,; and
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¢n,, from force tests. Let the incremental flap normal-
force coefficient for unit span be given by

n
=gl - ®

where n, is the incremental fap normal force per unit

span and ¢ is the dynamic pressure in the air stream.
Then

Acy' =Acy+ Een 5 (1—cos &)
and ] ©)
Ay =A6m— Een ;(1—c088) Z_E>

The incremental flap normal force may be considered
as a combination of two components due to the incre-
mental additional and the incremental basic normal-
force distributions. Let v, and v, be the ratio of the
flap normal force to the airfoil normal force for the
incremental additional and the incremental basic nor-
mal forces, respectively; then

cnﬂ=7aﬁc‘ﬂa;+7bﬁcﬂba . (7)
or

anp=val e =2 Nt @

The contribution of the additional normal-force dis-
tribution is small compared with the basic contribution
so that, for the purpose of determining Ac,’ and Aec,’,
the following approximation may be employed:

Acy’
Cap="7n _al

and equations (6) become

I
Aey/=Ac,+ Eyub%’ﬁ— {(1—cos §)

?
Aby' =ACu— EYNA% (1—cos §) -Zi—— E’)
so that
ACB,= TmACm
} ©)

Ae,’ =Ae,+ 1A
where

E(1—cos 6) Il‘-

Tp=

1+ E(l—cos 8)

)m

E(l ¢os a) ——E)‘“‘

Ty=~

1+

The values of =, and T have been determined and are
given in tables V and VI.

Then, Ziven €y, Cayy Cmg, 80d €my (¢; may be considered
as ¢y} ¢ may be calculated if ., , , the pitching-moment
coefficient about the aerodynamic center, and z, /e,
the chordwise distance of the aerodynamic center from
the quarter-chord point of the section in terms of the
chord, are given instead of ¢y)
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Ac,,.=c,,.,—cm1}
(10)

Acl= cﬂz_ cll
and using the values of 7, and 7, from tables V and VI
depending on the type of flap, then (equation (9))
ACw’ =TRlACH
Ay =Acyt il
The incremental basic and additional normal-force
coefficients may be obtained from equations (4),

which are

Acw’
=G

Ay’
Cngs=ACx"— 'Tm

When the appropriate values of the incremental basic
normal-force distribution, Pgs/cs,;, from table III are

used, then
P “=(f_u)°ﬂu
[ 1)

By the use of the proper class of incremental addi-
tional normal-force distribution, Pa/cs,, from table I

— Paa
PaC—(cu“)cnag

The incremental basic and additional distributions
may be added to give the entire ineremental normal-
force distribution,

(11)

(12)

Py=Pu+ Py (13)

and this incremental normal-foree distribution may be
added to the distribution for the airfoil section with
undeflected flap, Py (which distribution may be obtained
by the method of reference 1), to give the normal-force
distribution for the airfoil with the deflected flap

P2=P1+Pl (14)

The incremental flap normal-foree coeflicient is given
by equation (7) and the corresponding flap hinge-
moment coefficient can be written by analogy.

n
Cagy =‘q_ﬁ= YaiCugy + YviCrpy
3 (15)
Crg= qﬁ= TNaiCagy = MoiCay

Values of v, and u, are given in tables VII and VIII1.
As the incremental additional and additional distribu-
tions are identical in form

Yei=Yae

Nas=Ma

Values of v, and %, are given in tables IX and X, re-
spectively.
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The flap normal-foree and hinge-moment coefficients
for the airfoil with flap neutral may be determined by
considering the contributions of each of the component
distributions that make up the flap-neutral normal-force
distribution. In reference 1 the flap-neutral normal-
foree distribution is considered to be composed of four
component distributions: (a) the moment basic (class
1), (b} the camber basic (class 0, 1, or 2), (c) the aero-
dynamic center, and (d) the additional (classes A, B,
C, D, and E). The class of each distribution to be
employed for a number of airfoils is given in table IT
(or tables I and II of reference 8) in the column ““Classi-
fication PD.” The letter (A, B, C, D, or E) designates
the class of the additional distribution; the first number
(1) designates the class of the moment basic distribu-
tion; the second number (0, 1, or 2) designates the class
of the camber basic distribution.

The moment basic normal-force coefficient may be
obtained from

Capy="—0.30Cs, , for class 1 (16)

m

The camber basic normal-force coefficient may be
obtained from

Crye=0 for class 0

Cxye=9.70 EE for elass 1 an

Cap=18.75 Ze for class 2

c
where z./c is the camber in terms of the chord. Values
of z./c are given for a small number of airfoils in table IT
and for a large number of airfoils in tables I and II of
reference 8. The additional normal-forece coefficient
may he obtained from

Crg=Cxny— Cup,—Cnpp (18)
The aerodynamic-center distribution coefficient is
given by

€a.c

ZLa.c.
= Tc'z (1 9)

Values of ... /c are given for a small number of airfoils
in table IT (column 3) and for a large number in tables I
and II of reference 8.

Finally, the flap normal-force coefficient is given by

C:f1=7¢.cu¢+7&ccn“+')’bucu,n+ Ya.c. Ca.c. (20)
and the flap hinge-moment coeflicient is given by
CA!1=ﬂacnc'l'ﬂb:czu+ﬂbnfnbm+ﬂs.c.cc.c. 21)
The various ¥ and % values are given in tables IX
and X.
The flap normal-force and hinge-moment coefficients
for the airfoil section with flap deflected are
Cay,=Cap Gy

22
CA_,2=CAII+Caﬂ ¢ )

This method for the determination of incremental
chordwise normal-force distribution for airfoils with
flaps was developed for airfoils of normal profile and
camber, and therefore it cannot be presupposed that
this method might be applied to airfoil sections of ab-
normal form.

The values of Pyfcs,, for airfoils with both plain
and split flaps were determined from tests of airfoils
having very smell gaps between the wing and the lead-
ing edge of the flap. It has been found (reference 9)
that any gap between the wing and the leading edge
of a plain flap has a detrimental effect upon the aero-
dynamic characteristics. It is probable that this gap
effect will also be true for split-flap airfoils. In the
absence of evidence to the contrary, the method pre-
sented cannot be considered applicable to plain-flap
or split-flap airfoils with large gaps.

The flap hinges of all plain-flap sirfoils, from the
tests of which the Pys/fcy,; values for the plain flap were
determined, were midway between the upper and lower
surfaces of the airfoils; that is, the radius of curvature
of the upper surface above the hinge for each airfoil
was half the depth of the airfail at the hinge. Tests
have been conducted to determine the effect of chang-
ing the radius of curvature at this point from zero to
the full depth of the airfoil at the hinge. (The results
of these tests have not been published.) The airfoil
employed in the test was equipped with a 0.60¢ plain
flap deflected 12° and with a 0.20¢ plain flap deflected
15°; the effect of changing the radius of curvature at the
0.60c-flap hinge alone was determined. The results
of these tests show only & negligible change in the
serodynamic characteristics (and presumably in the
normal-foree distribution) with a change in the radius
of curvature. Because of the limited nature of the
tests, these results cannot be considered conclusive for
plain-flap airfoils in general, and the method presented
must be considered strictly applicable to plain-flap
airfoils with upper-surface curvatures not less than half
the airfoil depth at the hinge.

The Pjifca, velues for plain-flap airfoils were de-
termined from airfoil tests made at an effective Reynolds
Number of about 1,000,000. Comparison of these
tests with tests made at an effective Reynolds Number
of about 17,000,000 indicates that the effect of scale is
unimportant slthough, it may be mentioned, in the
critical region of flap deflections (i. e., for § near 20°)
there is a tendency at higher scales to maintain the
unstalled incremental basic distribution (i. e., the §=5°,
10°, and 15° type of distribution) up to slightly greater
flap deflections. Pressure-distribution measurements on
split-flap airfoils made at effective Reynolds Numbers
of 1,700,000 and 3,200,000 showed apparently no effect
from this small change of scale.

1t is difficult to make any general statement regarding:
the accuracy of this method for the determination of the.
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incrementul chordwise normal-force distribution. The
dispersion of experimental pressure-measurement results

shown in figures 2 to 6 may be considered typical.

II. THE APPLICATION OF THE METHOD
THE GENERAL PROCEDURE FOR AN AIRFOIL WITH A PLAIN OR A
SPLIT FLAP
In order to determine at a given lift coefficient the
incremental normal-force distribution over a given air-
foil section due to the deflection of a plain or a split
flap, it is necessary to have the following experimentally
determined characteristics for the airfoil section:
(a) With flap deflected:

¢1,, the section lift coefficient (given).
Cmy . the section pitching-moment coefficient about
the aerodynamic center.
T,..\ the chordwise coordinate of the aerodynamic-
(T ,  center position in terms of the chord.
(b) With flap neutral (with the airfoil section at the
same angle of attack): o
¢y, the section lift coefficient.
Cm,...» the section pitching-moment coefficient about
the aerodynamic center.
(xa.c.) ,
¢ 1

the chordwise coordinate of the aerodynamic-
center position in terms of the chord.

(¢) The class of additional normal-force distribution

to be employed. .

For illustrative purposes, given: an N, A, C. A.
23012 airfoil section with a 0.20¢ split flap (F=0.20)
set at 45° (§=45°). To determine: the incremental
normal-force distribution for this airfoil, when, with the

flap deflected, the lift coefficient ¢;, is 1.40. From
reference 10, when

c1,=1.40
then
Cm, ., =—0.229
.60

("’——) —0.012
¢ /s

a=2.0°

For the airfoil with flap retracted, when «=2.0° from’

reference 11,
Gzl=0.34.

Crg g, =—0.005

and from table IT of the present report

(L) =0.012
¢ /4

and the C class of additional distribution is to be
employed.
The quarterchord pitching-moment coefficient is

obtained from
2‘C.;.
c"‘_c”a.c.+0< ¢ )

and the approximation is made
Ch= €
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so that, for the example cited,
Cmy=—0.229-+1.40(0.012)=—0.212
Cng=1.40

and
Cmy=—0.0054-0.34(0.012) =—0.001
€ =0.34—

The quarter-chord pitching-moment snd normal-
force coefficients for the incremental normal-foree dis-
tribution considered normal to the airfoil chord with
flap deflected are given by

ACp=Cmy—Cmy

ACy= Cng—Cn; } (10)
(equations are numbered as in part I of the report)
so that, for the example cited,

Acpy=—0.212+0.001=—0.211
Ac,=1.40—0.34=1.06

The pitching-moment and normal-force cocflicients
for the incremental normal-force distribution, con-
sidered normal to the airfoil chord with flap neutral,
are given by

Acy' =TmlACy
Ay’ =Ac,,+r,Ac..J ©
Values of 7, and r, are given in tables V and V1. For

the example cited, by interpolation from the tables,

Ta=1.16
. r.=—0.30
so that

Acn,'=1.16 (—0.211)=—0.245
Ac,’=1.06+(—0.30) (—0.211)=1.12

The incremental normal-force distribution is con-
sidered to be composed of two component distributions:
(a) the incremental additional distribution, and (b) the
incremental basic distribution. The magnitude of the
incremental basic normal-force coefficient is given by

Acy’

=G

Values of @ are given in table 1V for airfoils with plain
and split flaps.
For the example cited by interpolation from the table

- 4)

@=—0.412
and so -
—0.245

€= "D 410 0-00

The incremental additional normal force is obtained
from
Ca“=A(',!’—(‘-,.M (4)
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For the example cited

Cagg=1.12—0.60=0.52

The incremental additional distribution may then be

obtained from
Pai= P—a')':na‘ (12)

Ag§
Values of Pufcs,; at & number of stations along the
chord are given for the various classes of distributions
in teble I and figure . The quantity Pg; is the pres-
sure difference in terms of ¢, the stream dynamic pres-
sure.
For the example cited

P,,=< f ¥ 19,52

Rad

so that for the class C distribution (table I) the values
of P, in the following table are obtained.

COMPUTATION OF INCREMENTAL ADDITIONAL

DISTRIBUTION
zfe Puileng Pat

] a Q
L0125 4.98 2 5%
028 4.23 2.2
.05 .22 L67
.076 2.68 L39
. 100 2.32 121
.150 1.85 .96
. 200 L& .8
.300 L14 5%
. 400 .87 .45
. 500 .68 .36
. 600 5 .27
-T00 .87 .20
.800 <24 .13
. 900 .12 .08
.9%0 .06 .03

1.000 0 [\

The incremental basic distribution is found from
‘P
Pbl=(.'i:)(.‘l“ (11)
Values of Pgfes,; at & number of stations along the

chord are given in table I1I for plain and split flaps.
For the example cited,
_(Pu
P,,‘,_(.%i 0.60
Values of Pyfes,; are obtained by interpolation from
table ITI and computed values of P, are given in the

following table. Again, P, is the pressure difference in
terms of ¢.

COMPUTATION OF INCR'IE‘III\OII};)_NTAL BASIC DISTRIBU-

zfe z Pu 1cle x Pu

1-E ¢ Cuge Pus E ¢ Cuyg Pu
a Q 0 1] 1.00 0.80 2.06

.05 .04 .16 .10 -90 .82 i.19 L31
.10 .08 .24 .14 .80 R id L2
.2 .16 .35 .2 .70 .86 2.18 L3l
.30 .24 .46 .28 .60 .88 213 o4
40 .32 .57 .34 R .20 202 121
.50 .40 .8 .4 .0 .92 L &g L13
.80 -48 .8 . .30 W L7 L02
.70 .0 1.02 .6L -] .96 L 47 .88
.80 64 L26 .76 .10 .88 L10 N. ]
.90 .73 L5 .95 .05 .99 . .40
Ld0 .80 2.08 L23 [ L00 (1] a

Finally the incremental normal-force distribution is
found by addition:

Py=P;+Pyu (13)
20
25
Py
20 i
FPoy
\
o)
\A AN
Pis \ FARY
\\\ /
1o Y \\ T2 A
N [ \
1A \
\P< % !
5 <~ > |
| A
L1 [~
o Jf 2 3 4 5 6 .7 8 9 Lo
z/c

FravrE 0.—Calculated ineremental normalforce distribution. N. A. C. A. 23012
afrfoll section at «=2° with a 0.20¢ split Sap at §=45°.

This addition has been made for the example cited.
In figure 9 the distributions of Pas, P, and P; are given.
The incremental normal-force distribution may be
added to the normsl-force distribution for the airfoil
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with flap neutral (as may be obtained from an esperi-
mental pressure-distribution investigation or by the
method of reference 1) to give the normal-force distri-
bution for the airfoil with flap deflected

Py=P,+P; (14)

The incremental flap section normal-force and flap
section hinge-moment coefficients are found as the sum
of the contributions from the incremental additional
and the incremental basic distributions:

Nyrs
Crpy= -—‘=')'aa€-n.,;+ YvsCnps
gFe (15)

_ b _
Chps=— FE_i_cz—' NasCnagt N08Cn g

where np and A are the incremental flap normal force

and hinge moment per unit span, respectively. The

values of v, and .7, are given in tables IX and X.

Values of v, and 4, are given in tables VII and VIII.
For the example cited, from tables IX and X

'Y¢5=0.12; 1}“=-—0_04 o
and by interpolation from tables VII and VIII
Yu=1.79; 1s=—0.77

so that, using the values of ¢,,; and ¢,,, already deter-
mined, :

Cap=0.12 (0.52)4-1.79 (0.60)=1.13
erps=—0.04 (0.52)—0.77 (0.60)=—0.48

By a similar method, the flap normal-force and hinge-
moment coefficients for the airfoil with flap neutral
may bhe determined from

c"f1=7¢cna+ 'chcnb¢+7bmcnbm+ Ya.c.Ca.c. (20)

c"‘f; =aCrq + ﬂnccnbc'!' NomCupm + Ma.c.Ca.c. @n
where ¢,,, €y, 80d €5y, are the normal-force coefficients
of the additional, camber basic, and moment basic
distributions given in reference 1, and ¢, is 2 measure
of the magnitude of the aerodynamic-center distribution
given in reference 1. These coefficients may be found
from equations (16) to (19) in part I. Values of
v and 5 are given in tables IX and X.

For the example cited, the pressure-distribution
classification is given in table IT as C12 and

- =0.018
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Hence, from equations (16) to (19),
Cnpm=—06.30(—0.005)=0.03
€ap,=18.75(0.018) =0.34
€r,~=0.34—0.34—0.03=—0.03
Ce.0.=—0.03(0.012)=0.000

From tables IX and X
 y=0.12 fe=—0.04
¥5.=0.09 ne=—0.08
Yim=0.32 Moam=—0.11
so that

en,y=(0.12)(—0.03) 4 (0.08) (0.34) - (0.32) (0.03) = 0.04

¢n, ={(—0.04)(—0.03)+(—0.08) (0.34) +(~0.11)(0.03)
=—0.01

The flap normal-force and flap hinge-moment co-
efficients are, by addition,
Cnpy=Cnyy + Cuyy 99
Ch,2=0h,1+ck,‘ (22)
For the example cited,
€, =0.02+1.18=1.17

e, =—0.01—0.48=—0.49

THE GENERAL PROCEDURE FOR AN AIRFOIL WITH
A SERIALLY HINGED FLAP

The incremental distribution for an airfoil with a
serially hinged plain flap is obtained by determining
the incremental distribution for the airfoil with each of
the several flaps deflected and then by adding the
various distributions.

This superposition method will always be applicable
provided that all flaps of the system are unstalled (i. o.,
no flap is deflected more than 15°) with the exception of
the final (smallest) flap, which may be stalled or un-
stalled. 1If, in & combination of a large flap and a small
flap (e. g., a tab), the small flap is deflected oppositely
to the large flap, experiment has shown that the method
is applicable whether either flap is stalled or not.

It is necessary to integrate the normal-force distribu-
tion curve to determine the several flap normal-force
and hinge-moment coefficients for the airfoil with
serially hinged faps.

LaneLEy MEMORIAL AERONAUTICAL LARORATORY,
NarroNaL ApvisoRY COMMITTEE FOR AERONAUTICS,
LanaLEY F1ELD, VA., April 12, 1988.
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APPENDIX

THEORETICAL RELATIONSHIPS FOR THE THIN AIRFOIL WITH PLAIN
FLAP

The application of thin-airfoil theory to the problem
of the airfoil with a plain flap is detailed in the following
section.

Designate <%§) dz as the value of the elemental span-

wise circulation at any point x back of the leading edge
of the airfoil of chord ¢ subjected to the stream velocity
V. Glauert has shown that, if a distribution of vortic-
ity along the chord of the airfoil with a plain flap is
assumed in the form

(%% dr—=cV]Ao(1-+cos 6)

+ A, sin nf sin 6ldé  (A-1)
2

6'=cos‘1<1—2—x)
¢

:c=%(1—cos 6)

where

or
(A-2)

then, in order that Kutta’s criterion may be satisfied
- and that the flow across the chord shall be everywhere
tangential to the camber line of the airfoil, the coeffi-
cients of equation (A—1) must be given by

es(2),

a o
A1=<~ SLD. % 8 \

(A-3)

where o is the angle between the direction of stream
flow and the unflapped portion of the airfoil, § is the
flap angle measured from the unflapped section, and 8,
is the value of 6 at the flap hinge, i. e.,

cos fy=—(1—2
o (__ﬂ} (A—4)
sin §,=2/E(1—E) '
where Eis the flap-chord ratio
E=Y
c

The pressure difference P (in terms of the stream
dynamic head ¢) at any point z along the airfoil section
is the lift per unit span experienced by the airfoil at that
point in terms of g, or

dL

P=ZZ=§

7 ¢

but, from wing theory, the lift of an element of chord
per unit span is

(A-5)
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ar
dL= pV—(E-dz
(o is the fluid density)} and, since by differentiation of
equation (A-2)

(A-6)

dx=-:‘§c sin 6d8
then

pV’c[A,(l—[—cosB) —[-ZA sin nfdsin eldz

_4[1-10(1 tcos b —[-ZA sin nd]

Substituting the value of the coefficients (equation

(A-3))
a,_{_(r_;e_o)a]_l_zsasim;e;sinnﬂ
1

[4 (1+cos &)
When the flap is neutral (§=0), the lift distribution is
(using the subscript ; for the flap-neutral case)

P, [4(1+cos 6)

(A-T)

(4-8)
The incremental lift distribution due to flap deflection

is
28 sin nf, sin na} (4-9)
C nr

Perring (rveference 12) has shown that, for airfoils
with serially hinged flaps, the elemental chordwise
distribution of eirculation may be expressed by equa-
tion. (A-1), provided that the coefficients be given by

4(1+COS 8) (‘l’—ao)

Pi= 7 8in @

x—0b x—y *—0p
Ay=at—dt—t . . . —5
2 sin 6 2 sin 6 2 sin §,
A="— ot — Tt . .. "5,
r ¢ (4-10)
2sinnfy,_ | 2 sin nfy, 2 sin nf,,
T o YT ax +- nx

where 6y, 0oy . - . 6y, and 8,8, . . . & are the
values of 8; and & for each of the r number of flaps.

Hence, the lift distribution over an airfoil with
serially hinged flaps may be expressed by

Py=P,+Py+Py+Pyt+ . . . P;, (4-11)

where P; denotes the distribution with all flaps neutral
(given by equation (A-8)) and Py, Py, . . . Py, are
the incremental distributions due to the individual
deflection of flaps 1, 2, . . . r, respectively.

A characteristic feature of the thin-airfoil theory is
that the incrementsl distribution due to the deflection
of one or more flaps is independent of the original shape
of the mean camber line of an airfoil. An airfoil with a
curved mean camber line may be considered essentially
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as o symmetrical airfoil with an infinite system of
serially hinged flaps deflected so as to produce that
curvature. It hes already been seen that the incre-
mental distribution due to the deflection of any one of
a number of serielly hinged flaps is independent of the
deflections of any of the other flaps.

Thus the incrementel lift distribution as given by
equation (A-9) is equally applicable to every flapped
airfoil of infinitesimal thickness.

Now consider the incremental lift distribution given
by equation (A-9) to be the sum of (1) the incremental
additional distribution

_[4(x—6y) (1+cos )
P _[ ) (L1 (A-12)
and (2) the incremental basic distribution
_ \ \ 8 in 1 o sin nf
Pu_[Z——————m 5 (A-18)

The general form of the incremental additional
distribution, unlike the incremental basic distribution,
is not a function of the flap-chord ratio, E.

Glauert (reference 3) has shown that the incremental
lift coefficient (i. e., for a’=0) is given by

Cr5=2[ (w—6,) +sin 6,5 (A-14)

The incremental additional lift coefficient is given by

_La_1

Cly5=
g  qcjo
‘7 (x— 00)5

¢=.P aagda:

f (1+cos 8)de
=2(x— 00)8 (A-15)
and, from equations (A-14) and (A-15)

Crpp=2 sin 6,5 (A-16)

Substitution of the values of ¢;,; and ¢;,; in equations
(A-12) and {A-13), gives

Py 2(1+cos 6) .

Cr.3 7 sin 0 (4-17)
Pu__ 4 _\\sin nf sin n

Cpg ™ sin & - n (A_IS)

Equation (A-18) may be rewritten as the sum of two
geries
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cos n(e —6) cos n(&,-l— 8)
G:b‘ x sin 90]_2 - 2 ]

But
2 $=——Iogﬂ—log, sin%
1
Hence
.1
Pu_ 2 . sin 5(0.,+9) A
Cy 7SI 0 05 (A-19)

sin %(00— 6)

The moment of the incremental additional lift about
the quarter-chord point of the airfoil may be shown
to be_zero, hence the incrementel basie 1ift is reponsible
for the entire incremental quarter-chiord moment.
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TABLE II
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TABLE IIT—Continued
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TABLE VIII
HINGE-MOMENT PARAMETER 5.

\a (deg.)
5,10, 15 20 30 40 50 80
E
(2) PLAIN FLAPS

0.05 —0.8 | ~L28 | —13 | —148 | —1.50 | —-L63
.10 —61 | —.8 | —96 | —Lod | L1z | -L1is
.18 —% | —88 | —7 —g | —91 | -6
20 —43 ! —gr | —e | —m| —% | —
2 —39 | —8 | —6l | —67{ —73 | -7
230 —86 | —47 | —&1 | —e | —e | ~.68
.36 —38 | —at | —m3 | — | —6z | —6i
40 —s3 | —42| -9 | —sa| —81{ —60
45 —30 | ~.40 | —.47
5 —20 1 —a8 | ~—45
.85 —28 | —38
.60 —2 | —a8 -
~65 — %
7 S S AN N SO N

PS

0.06 —L48 | —L59 | —L68
.10 -Lo4 | -L12 | -116
.15 —8 | -0l —.95
20 -7 | —8 | —s
] - —72 | —7
.30 —62 | —e8 | —a8
.55 —57 | —.62 | —84
40 iy — 8 | -
~45
.50

TABLE IX
FLAP NORMAL-FORCE PARAMETERS

Yo

Tim

b {

ar ke

E |%%%% | claey1 | Class2 | Class1 | e
0 0 o 0 0
.08 .08 - 13 03 00 —4. 40
10 o6 | —o25 | .05 a7 | —igs
.15 .09 —. 34 07 .24 —5.05
N H .12 —. 40 .09 .32 —4,05
125 5| —s | n 28 | i
&0 .18 —. 42 14 .45 —4, 52
.38 .31 - 37 A7 .81 —4, 24
0 24 | —m | @ s | e
45 .28 - 16 .24 .68 =361
50 .81 - .38 .09 -3.20
.55 .35 .14 .32 T4 —2.85
.80 .30 .30 .38 79 -5 62
.66 .43 .48 .43 ) -7
it a w | W | L@

HINGE-MOMENT PARAMITERS

%, », L}

or b L m

E %%} clage1 | Class2 | Classt | e
0 0 0 0 0
6 | -0l .04 -0 | —@ | Los
.10 -.02 00 —.02 -, 08 223
116 ~03 ‘B -2 | —08 | 23
.20 —. 04 .10 - 03 - 11 .37
125 —05 8 —ot | —i1z | 2w
.30 -.08 .19 -, 03 - 18 2.36
12 —07 1 —08 | —18 | 28
.40 —.08 .18 —. 08 —. 20 235
4% -0 AT - 07 —. 28 .17
.50 - 10 14 —.08 - 24 2,09
85 - 11 1 -0 -2 200
160 -1 208 —u | —® | La
6 | — o —1 | —3 | fa
| -5 ] -1 | —a2 | Lm




